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NOTES:   1. Go thread gage penetration shall be 3/4 of one revolution minimum.
                 2. Dimensions are in inches and apply after plating.
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MATERIAL:       Collar    -  303 Se stainless steel per ASTM A484, ASTM A582 and AMS5640.
FINISH:        HL287-( )    =  Cadmium plate per Spec. AMS-QQ-P-416, Type II, Class 2,
                                            dye color bronze, and cetyl alcohol lubricant per Hi-Shear
                                            Spec. 305.

SPECIFICATION:   HI-LOK™ Product Specification 345.

CODE:   Dash number indicates nominal thread size in 1/32nds.

EXAMPLE:   HL287-8      = 1/4-28 HI-LOK™, 3/64 oversize collar.
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THIS AREA PROVIDED WITH A PREVAILING
TORQUE LOCKING FEATURE

IDENTIFICATION GROOVES

   STANDARD PRESSED STEEL
2 raised beads indicate STANDARD
PRESSED STEEL identification.

         VOI-SHAN
1 raised bead indicates
VOI-SHAN identification
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hi-shear corporation

303 STAINLESS STEEL
1/16 GRIP VARIATION, TENSION APPLICATION
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FOR USE ON 3/64 OVERSIZE HI-LOK™ PINS
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