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NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum
after thread lock.
Dimensions apply after finish.
Burrs from cutoff process and cutting torque off groove allowed.
For use on sloped surfaces up to 7° maximum on Hi-Lite ST pins.
MATERIAL: - Collar - 7050 aluminum alloy per AM54340 or 7075 aluminum alloy per . 7°
QQ-A-225/9. \
Washer ~ 17-4PH stainless steel per AMS5643, or 17-7PH per AMS5528, \
or PH13-7Mo per AMS5520.
HEAT TREAT: Collar — Age to T73 condition per MIL-H-6088.
Washer —~ Age to H1025 condition for 17-4PH, age to TH1050 condition
for 17-7PH and 15-7Mo per MIL-H-6875.
FINISH: Collar ~ HST1486-( )A "= Anodize per MIL-A-8625, color black, and
: cetyl alcohol lube per Hi-Shear Spec. 305.
Washer — HST1486-( )WU = Passivate per Hi-Shear Spec. 258.
SPECIFICATION: Hi-Lite Product Specification 381.
CODE: Dash number indicates nominal thread size in 1/32nds.
' Code letter "A" following dash number indicates Hi-Lite ST collar.
Code letter "W" following dash number indicates self-aligning washer.
See finish note for explanation of code letters.
, - " oA an ~ U.S. Patents 4,326,825 and 4,485,510,
EXAMPLE: "HST1486-8AWU = Assembly of HST1486-8A collar and HST 1486-8WU washer. Other U.S. and foreign patents pending.
"Hi-Lite" is a registered trademark,
and "Hi-Lite ST" is a trademark of
Hi-Shear Corporation.
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