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2800 8kYPARI( DRIVE, TORRANCE, CAUFORNIAlQStJJ U,SA 

THIS AREA PROVIDED WITH A PREVAILNG 
THREAD PER ASS879 

A B 
DIA DIA 

TORQUE LOCKING FEAruRE 

4 
A P W X UTS 

PRELOAD 
TORQUE-OFF

THREAD DIA (REF) HEX (REF) LBS. 
MIN POUNDS 

NOTE: USE HST1572~ 

.227 .435 .240 .260.223 .415 

.290 .525 .260 .350.288 .505 
.560 .353 .625 .325 .420.570 .347 .505 
.885 .416 .695 

.365 .490.675 .410 .675 
.775 .481 .775 .415 .624
.765 .475 .755 

.880 .543 .645 
.445 .775.870 .537 .625 

.925 .613 .950 .530 .640

.915 .607 .930 
1.000 .678 1.035 .585 .970.990 .672 1.015 

24 3J4..16UNJF-3B 
1.185 .603 1.255 .765 1.045
1.175 .797 1.235 

INCH-LB. 
(REF) 

NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum after thread lock. 
2. Dimensions apply after finish. 

@J Burrs from cutoff process and cutting torque-off groove allowed. 
~ These are reference torque-off values only and shall not be used for acceptance or rejection of collars. 
5. For use on tension head titanium HI-Ute ST pins with HI-Kotel and cetyt alcohol lubricant o rn Locking torque, breakaway and preload are tested on epoxy chromate plate using prelaod releasing fixture. o rnMaterial: 3AL-2.5V titanium to be used on dash -5 through -10 and 6AL-4V titanium to be used on dash -12 and larger sizes. 

MATERIAL: Collar - 3AL-2.5V titanium per AMS4943 (MIL-T-9047). III? 
o -SAL-4V titanium alloy per AMS4928 or AMS496? III 


FINISH: Collar HST1772ZA() .. Pretreat per HI-Shaar TI-Shield III and Hi-Kote 2 solid film lube 

per Hi-Shear spec 292. plus cetyt alcohol lube per Hi-Shear Spec 

305, with color blue identification on berrel, and white identification. 


SPECIFICATION: HI-Lite product specification No. 381. except note[[]. material and preload as noted and test bolt is TB32VAP. 

CODE: 	 Dash number indicates nominal thread size in 1/32nds. 

See Finish note for explanation of code letters. 


EXAMPLE: HSTl772ZA8 .. 1/4-28 HI-Lite ST collar. 
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U.S. Patents 4.326.825; 4.485.510 and 4.957.401. 

Other U.S. and foreign patents pending. 


"H-Ule" and "HST" are registered trademarks and 

"Hi-Lite ST no" is a trademark of Hl-SheBr Corporation 
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