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GENERAL NOTES: 1. Concentricity: "A" to "D" diameter within .01 O FIM. 
2. Dimensions are in inches and to be met after finish. 
3. Surface texture per ASME B46.1. 
4. Hole preparation per NAS618. 
[fil Non-lubed pins must be used with lubed collars. 
[fil Evidence of broken edge across points. 
[Z] Maximum "D" diameter may be increased by .0002 to allow for 

plating, coating or sold film lube application. 
8. Use HL452 for oversize replacement. 

@[fil After February, 21st of 2015, HI-KOTE™ 1 aluminum pigmented coating per Hi-Shear 
Spec. 294 will be replaced by REACH compliant HI-KOTE™ 1 NC aluminum pigmented 
coating per Hi-Shear Spec. 294 on fasteners coated in UK and European Union. 

[QI Installation force test required per Boeing Specification BMS10-85. 

MATERIAL: A-286 high temperature alloy per AMS5737 or AMS5731. 

HEAT TREAT: 160,000 psi tensile minimum (95,000 psi shear minimum) at 70ºF. 

HOW TO ORDER 
EXAMPLE: Pin Part Number 

HL448AZ8-8 --L 
8/16 or 1/2 Maximum Grip Length 

- 8/32 or 1/4 Nominal Diameter Pin 
- Finish Code 

Pin Basic Part Number 

= Cadmium plate per AMS-QQ-P-416, Type li, Class 2, with color blue on 
top of head only, and cetyl alcohol lube per Hi-Shear Spec. 305. 

= HI-KOTE™ 1 or HI-KOTE™ 1 NC aluminum pigmented coating per Hi-Shear 
Spec. 294, with color black on thread end, and cetyl alcohol lube per Hi-Shear 
Spec. 305. 

= Solid film lube per AS5272, Type l. 
= Solid film lube per "ELECTROFILM™" 4396. 
= Cadmium plate per AMS-QQ-P-416, Type li, Class 2, without lubricant. 

(For use in LOX system). 
= Cadmium plate per AMS-QQ-P-416, Type li, Class 2, with color green on 

thread end, and cetyl alcohol lube per Hi-Shear Spec. 305. 
= Passivate per AMS2700, Method 1, Type 8, Class 1. 
= Passivate per AMS2700, Method 1, Type 8, Class 1 and cetyl alcohol lube 
per Hi-Shear Spec. 305. 

= Zinc nickel plate per AMS2417, Type li, Grade B, nickel strike required and 
cetyl alcohol lube per Hi-Shear Spec. 305 TY I with color blue on thread end. 

SPECIFICATION: Hl-LOK™ Product Specification 342. 

FINISH: HL448-( )-() 
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@[fil HL448PY()-() 
@ H L448PZ( )-( ) 

[!QIHL448ZM( )-() 
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