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o NOM | THREAD Din | o | - (RLE1F) (REF) Hvax (R)E(F) tes |™ier
| oia MIN | POUNDS
5 | 532 NOTE: Use HL278-6
6 | ane| (0032 |32 2 450 | 200 | 380 | 35| 122 |2750| 3545
8 | 14| (530028 | 427|230 | 982 | 355 | 484 | 20 | 127 |5.000| 100-120
10 | e | Blae2d | 5501 356 | 883 | 445 | 624 | 225 | 137 [8.300| 180-220
12 | s Orsoza | 0831 419 | 753 | 485 | 763 | €98 | 137 [12700] 330-380
14 | 7ne | g37820 | T8 811 RIS | 575 | 840 | 733 | 452 [19,000] 525600
16 | 12 | (500020 | BT0 | 243 | 332 | 625 | 970 | §¢7 | 152 [25500] 725825
NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum.

2. Dimensions are in inches and apply after finish and before application of lubricants.

Use the following test bolts for thread lock inspection:
TB286PY( )L for HL478EG( ).
® Nol

TB64-( )L for HL478V( ).
n-lubed collars must be used with lubed pin
(® 5. Manufacturer's identification per HI-SHEAR Spec. 363, location optional

MATERIAL: ® A-286 high temperature alloy per AMS5731 or AMS5734.

(® FINISH: HL478-() = Silver plate per AMS2410 and cetyl alcohol lube per
Hi-Shear Spec. 305.

HL478EG( ) = Solide film lube per "EVERLUBE" 620.
(® @HL478GU() = Silver plate per AMS2410
® 78LZ( =S MS2449 . .
—— Hi-Shear Spee365-
HL478PB( ) = Cadmium plate per AMS-QQ-P-416, Type I, Class 2, and
cetyl alcohol lube per Hi-Shear Spec. 305.
HL478V() = Solid film lube per "LUBECO" 2123.

SPECIFICATION: HI-LOK™ Product Specification 345. Test bolt requirement exceptions per note |3| above.

CODE: Dash number indicates nominal thread size in 1/32nds.
See "Finish" note for explanation of code letters.
(& EXAMPLES: HL478PB8 = 1/4-28 HI-LOK™ oversize collar, finish is Type Il cadmium
plate plus cetyl alcohol lube.
"HI-LOK" AND "HL" ARE INTERNATIONAL
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