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4 HLM48M4 4 8.15
7.75 8.35 3.990 
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3.86 0.9 1.60
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0.65 
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5 HLM48M5 5 9.75
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HI-LOK™ PIN (METRIC)

HI-LOK™ PIN AND COLLAR AFTER ASSEMBLY

SEE COLLAR STANDARDS
FOR COLLAR STRENGTHS.
LOWER STRENGTH (PIN OR
COLLAR) DETERMINES
SYSTEM STRENGTH

1

1

Size and Grip Length,
See Above Example

Collar Part Number

Pin and Collar Assembly Part Number Combination
HLM4878-04-8

Pin Part Number

1

SPECIFICATION:    HI-LOK™ Product Specification M342.

CODE:    First dash number indicates nominal diameter in 1mm.
                Second dash number indicates maximum grip in 1mm.
                See Finish note for explanation of code letters.

GENERAL NOTES:    1. Concentricity: "A" to "D" diameter within 0.25 FIR.
       2. Dimensions are in millimeters, and to be met after finish.
       3. Surface texture per ISO/DR221.
       4. Use HLM348 for oversize replacement.

MATERIAL:    A-286 high temperature alloy per AMS5737 or AMS5731.

HEAT TREAT:    655 N/mm² shear minimum at room temperature.
FINISH:     HLM48-( )-( )    = Passivate per Hi-Shear Spec. 258 and cetyl 
                                              alcohol lube per Hi-Shear Spec. 305.

   HLM48TF( )-( )    = HI-KOTE™ 2 solid film lube per Hi-Shear  
                                Spec. 292.
   HLM48HK( )-( ) = HI-KOTE™ 4 NC aluminum coating per Hi-Shear
                                Spec. 397.

           8mm Maximum Grip Length
       4mm Nominal Diameter Pin
    Finish Code
Pin Basic Part Number

HOW TO ORDER
           EXAMPLE:   Pin Part Number
                                 HLM48TF8-8
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For the current list of licensed manufacturers, please visit the 

a LISI AEROSPACE Company 
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LISI AEROSPACE website at:
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HI-LOK™ PIN (METRIC SERIES)

1 OF 1
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HLM48
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HI-SHEAR Corporation, USA                     Design Holder                CAGE No. 73197

D.P.S.

REMAINING PORTION OF HI-LOK™
COLLAR AFTER ASSEMBLY

TYPICAL COLLARS: 
HLM75, HLM78, HLM86
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STD 3643 (ISO METRIC)

INDENTED HEAD MARKING 0.25 MAX DEPTH.
MANUFACTURER'S TRADEMARK "hs" PER
SPEC. 363. THE NUMBER(S) FOLLOWING
TRADEMARK INDICATES FIRST DASH. NO.
ARRANGEMENT OPTIONAL.
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