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NOTES:

MATERIAL:

FINISH:

SPECIFICATION:

1. Go thread gage penetration shall be 3/4 of one revolution minimum.
2. Dimensions are in millimeters and apply after finish.
3. Use HLM370 for oversize replacement.

Collar                             -  2024 aluminum alloy per QQ-A-430 or QQ-A-225/6.

Collar   - HLM70-( )        = Anodize color  red, and cetyl alcohol lube per Hi-Shear Spec. 305.

Collar & Washer      -

HI-LOK™ Product Specification M345.
CODE: Dash number indicates nominal thread size in 1 mm.

See Finish note for explanation of code letters.
EXAMPLES: HLM70-08       = M8 x 1.0 HI-LOK™ collar.

HLM70TW( )     = Collar finish same as HLM70-( ), and washer with anodize, color red.

Washer                          -  2024 aluminum alloy per QQ-A-250/4 or 250/5.
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TORQUE LOCKING FEATURE

"METRIC" BEAD
IDENTIFICATION

HLM70TW08   = M8 x 1.0 HI-LOK™ collar and washer.

Collar                             -  Age to T6 condition per AMS2770.
Washer                          -  Age to T6 condition per AMS2770.

HEAT TREAT:

STD 3643 (ISO METRIC)
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hi-shear corporation
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