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Design Holder CAGE No. 73197

INDENTED MANUFACTURER'S

TRADEMARK PER HI-SHEAR
SPEC. 363. MARKING 0.25

"METRIC" BEAD
IDENTIFICATION

THREAD PER BRITISH
STD 3643 (ISO METRIC)

THIS AREA PROVIDED WITH A PREVAILING

MAX DEPTH 0.25 WASHER
THICKNESS (REF) TORQUE LOCKING FEATURE
\ _ — —
yoss
i A1
B
DIA DIA L Ha 1 D 0 P
o 1
1
/ /
X X1
| L1 L2 S
HEX
L L3
DASH| PIN A1 TORQUE-OFF| ULT TNSN STR
A B L L1 L2 L3 P w X X1
NO. | NOM THREAD DIA NEWTON - NEWTONS
METRC)| DIA DIA (REF) DIA (REF) | (REF) [ (REF) | (REF) | HEX | (REF) | (REF) METER MINIMUM
7.42 425 [11.75 8.00
04 4 M4 x0.7-4H5H | 2o | 8.1 | o [ 4405| 72 | 120 | 77 | 887 | ;0| 28 | 33 1.7-2.9 9600
8.25 5.25 | 11.90 10.00
05 5 M5 Xx08-4H5H | o0 | 86 | 545 | 4440 | 74 | 122 | 7.9 |11.10] go57| 29 | 34 2.8-4.6 12700
10.47 6.25 | 14.50 11.00
06 6 M6 x 1.0-4H5H | oo | 112 | %45 | 1400 | 92 | 148 | 97 |1212] ;5| 33 | 38 5.6-9.1 20700
13.15 8.30 | 17.00 13.00
08 8 M8 x 1.0-4H5H | ;50| 14.0 | g5 | 16550 | 11-0 | 17-5 | 11.6 | 14.40| ;5o0| 33 | 3.9 14.6-18.1 36900
16.50 8.30 | 19.75 14.00
10 10 | M10X1.0-4H5H | oo0 | 169 | o%n | 1o'op | 129 | 202 | 136 (1556 | 1o0a| 33 | 4.0 23.7-28.3 62300
21.54 12.30 [ 23.10 17.00
12 12 M12x1.25-4H5H | {00 | 224 | 5700 | 500 | 153 | 236 | 16.0 (1890 | 1oon| 39 | 45 36.1-43.0 97800
NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum.
2. Dimensions are in millimeters and apply after finish.
3. Use HLM394 for oversize replacement.
.Hardness and UTS requirement in ASTM A582/A582M and/or AMS5640 are not applicable

MATERIAL: [4] Collar

FINISH:

SPECIFICATION:

to the raw material. Raw material can be supplied in cold worked condition in order to meet
the product UTS requirement.

- Type 303 Se stainless steel per ASTM A582/A582M and/or AMS5640.

Washer - 300 series stainless steel.

Collar - HLM94-() = Solid film lube per AS5272, Type I.
HLM94G() = Silver plate per AMS2410 (.0002 - .0004 thick) and cetyl alcohol lube per
Hi-Shear Spec. 305.
HLM94K( ) = Solid film lube per Lubeco 905.
HLM94LP() = Solid film lube per AS5272, Type II.
HLM94PB() = Cadmium plate per AMS-QQ-P-416, Type Il, Class 2, and cetyl alcohol lube

per Hi-Shear Spec. 305.

Collar & Washer
HLM94W( )
HLM94GW( )

= Collar finish same as HLM94-( ), and washer is passivated.
= Collar and washer both with silver plate per AMS2410 (.0002 - .0004 thick) and
cetyl alcohol lube per Hi-Shear Spec. 305.
HLM94PBW( ) = Collar finish same as HLM94PB( ) and washer with cadmium plate per AMS-QQ-P-416,
Type I, Class 2, and no lube.

HI-LOK™ Product Specification M345.

CODE: Dash number indicates nominal thread size in 1 mm.
See Finish note for explanation of code letters.
EXAMPLES: HLM94-08 = M8 x 1.0 HI-LOK™ collar with solid film lube.
HLM94GWO08 = M8 x 1.0 HI-LOK™ collar and washer, both with silver plate and cetyl alcohol lube.
"HI-LOK" AND "HL" ARE INTERNATIONAL
REGISTERED TRADEMARKS OF HI-SHEAR CORPORATION
TITLE DRAWING NO.
DATE BY
HI-LOK™ COLLAR
DRAWN 1970-04-17 AHS
(METRIC SERIES) HLM94
APPROVED | 1970-04-17 RTING TYPE 303 Se STAINLESS STEEL
REVISION 2025-07-07 C. ARTOS 1mm GR'P VARIATION, SHEAR APPLICAT'ON 1 0of 1
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