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A-286 HIGH TEMPERATURE ALLOY

HLT42

1971-01-13
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TITLE

"HI-LOK", "HI-TIGUE", AND "HI-KOTE",

2017-07-10
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   HLT42HK( )-( )       = HI-KOTE™ 4 NC aluminum coating per Hi-Shear Spec. 397.

Pin Part Number

    1. Concentricity: "A" to "D" diameter within .010 FIR.GENERAL NOTES:

7

    Finish Code

MATERIAL:

    160,000 psi tension minimum (95,000 psi tensile minimum) at 70°F.HEAT TREAT:

                                                      cetyl alcohol lube per Hi-Shear Spec. 305.

                                    4. Use HLT142 for oversize replacement. 
                                    5. Dimensions are in inches.

7

Pin Basic Part Number

    A-286 high temperature alloy per AMS5731 or AMS5737.

Collar Part Number

SPECIFICATION:

           EXAMPLE:   
                                 HLT42TB8-8

Pin Part Number

                Second dash number indicates maximum grip in 1/16ths.
                See Finish note for explanation of code letters.

                  HLT42TB( )-( )       = HI-KOTE™ 2 solid film lube per Hi-Shear Spec. 292, and
                                                      per Hi-Shear Spec. 305.

    HI-LOK™ HI-TIGUE™ Product Specification 342 and 342-2.
                                    2. Surface texture per ASME B46.1.
                                    3. Hole preparation per NAS618.

HOW TO ORDER
7
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8/16 or 1/2 Maximum Grip Length

       8/32 or 1/4 Nominal Diameter Pin
           8/16 or 1/2 Maximum Grip Length

FINISH:     HLT42( )-( )            = Passivate per Hi-Shear Spec. 258, and cetyl alcohol lube 

CODE:    First dash number indicates nominal diameter in 1/32nds.

HLT4278-8-8
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