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NOTES:

MATERIAL:

FINISH:

EXAMPLE:

CODE:

SPECIFICATION:

Collar      -  6Al-4V titanium alloy per AMS4928, AMS4930 or AMS4967.

HI-LITE™ Product Specification 381.

Dash number indicates nominal thread size in 1/32nds.

Washer   -  Commercially pure titanium per AMS4901 or ASTM B265 Grades 1 through 4

.622 .334

HST1671TA8         = .2500-28 HI-LITE™ collar.

1. Go thread gage penetration shall be 3/4 of one revolution minimum.
2. Dimensions apply after finish.

Collar     -   HST1671TA( )    =       Pretreat per Hi-Shear TI-Shield III,
                                                       Hi-Kote 2 solid film lube per Hi-Shear Spec. 292, 
                                                       with color orange identification on barrel,
                                                       plus cetyl alcohol lube per Hi-Shear Spec. 305. 

Collar &
Washer  -   HST1671AWT( )    =  Collar finish same as HST1671TA.
                                                      Washer finish per Hi-Shear Spec. 306, Type I, color brown,
                                                      and cetyl alcohol lube per Hi-Shear Spec. 305.
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HST1671TAWT8   = .2500-28 HI-LITE™ collar with washer.
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FOR USE ON STANDARD & OVERSIZE HI-LITE™ PINS
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6AL-4V TITANIUM ALLOY
3/32" GRIP VARIATION - SHEAR APPLICATION
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