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For the current list of licensed manufacturers, please visit the 
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Washer        - Age to T6 condition per AMS 2770.

HSTM79-08           = M8 x 1.0 HI-LITE™ collar.

Washer        - 2024 aluminum alloy per AMS-QQ-A-250/4 or 250/5.

Collar &
Washer        - HSTM79TW( )  = Collar finish same as HSTM79-( ), and washer with anodize, dye color red.

X

HSTM79TW08      = M8 x 1.0 HI-LITE™ collar with aluminum washer.
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1.  Go thread gage penetration shall be 3/4 of one revolution minimum after thread lock.
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NOTES:

MATERIAL:

FINISH:

SPECIFICATION:

CODE:

EXAMPLE:

THIS AREA PROVIDED

LOCATION OPTIONAL.

L

See "Finish" note for explanation of code letters.
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WITH A PREVAILING

STD 3643 (ISO METRIC)
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Collar           - 7075 aluminum alloy per AMS-QQ-A-225/9.
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HI-LITE™ Product Specification M381, except as noted.

9.5

Collar           - HSTM79-( )       = Anodize, dye color red, and cetyl alcohol lube per Hi-Shear Spec. 305.
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Collar           - Age to T73 condition per AMS 2770.
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THREAD PER BRITISH

TRADEMARK "hs", and "TM". THICKNESS (REF)
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Dash number indicates nominal thread size in 1 mm.
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2.  Dimensions are in millimeters and apply after finish.3

0.5 WASHER

HEAT TREAT:

IDENTIFY WITH MANUFACTURER'S
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hi-shear corporation

7075-T73 ALUMINIM ALLOY
1 mm GRIP VARIATION, SHEAR APPLICATION
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HSTM79
1 of 1FOR USE ON STANDARD & 0.5 mm OVERSIZE HI-LITE™ PINS

HI-LITE™ COLLAR
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REGISTERED TRADEMARKS OF HI-SHEAR CORPORATION

DRAWING NO.

2600 SKYPARK DRIVE, TORRANCE, CALIFORNIA 90509 U.S.A.

"HI-LITE" AND "HSTM" ARE INTERNATIONAL 

(METRIC SERIES)


