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-THREAD PER BRITISH
STD 3E43 (ISOMETRIC)

-THIS AREA PROVIDED WITH A PREVAILING
TORQUE LOCKING FEATURE

CADESo. 08705

CAGE No 56876

CAGE No 09962

CAGE No F0224

DASH PIN
NO NOM THREAD A B c 0 R TORQUE-OFF ULTTNSNSTRL Li M P SPHER, W X NEWTON- NEWTONSDIA DIA

(METRIC) DIA DIA DIA (REF) (REF) )REF) )REF) )REF) RAD HEX )REF) METER MINIMUM
REF

9.27 1.99 8.94 8.00 1 2.98.87 5.15.0 4.2 9.90 5.58 580004 4 M4 o 0.74H5H 9.01 1.72 8.43 7.78 ‘ 1.7
ir r 17 4.85.5 5.2 10.16 5.84 730011.10 5.105 5 MS to 0.84H5H 9.40 2.03 8.94 9.78 ‘ 2.8
fl9 Z 2 23 9.18.1 6.2 11.68 6.60 12.12 6.7 1200006 6 MS 5 1.04H5H 11.43 2.41 10.41 10.73 ‘ 5.6

0 24 18.1OS 8 MS 0 1 .0-4HSH 10.6 8.2 13.97 8.12 14.40 8.7 2220014.55 2.74 12.39 12.73 ‘ 14.6
5 0 24 28.310 10 MlOol.0-4HSH 13.0 10.2 16.13 9.52 15.56 11.4 3330018.29 3.68 14.29 13.73 ‘ 23.7
0 2 0 43.012 12 M12s1.25-4HSH 15.7 12.2 18.54 10.92 18.90 13.0 489001 3 36.1

GENERAL NOTES: 1. Go thread gage penetration ahall be 3/4 of one revolution minimum after thread lock.
2. Dimensions to be met after finish and before application of solid film lubricant.
3. For use on sloped up to 7° maximum on Hl-LITETM (Metric) standard pins.

MATERIAL: Collar -7075 aluminum alloy per AMS-QQ-A-225/9.
Washer - “W” -4140 or 8740 alloy steel per AMS6382, AMS6349 or AMS-S-6049.

- 17-4PH stainless teel perAMS5643, or 17-7PH perAMS5528, or PH15-7Mo perAMS552O.

HEAT TREAT: Collar - Age to T73 condition per AMS2770.
Washer - “W° - Austenitize and temper to RC 39-43 per AMS-H-6875.

- Age to H-i 025 condition for 1 7-4PH, age to TH1 050 condition for 1 7-7PH and PHi 5-7Mo per AMS-H-6875.

FINISH: Collar - HSTM82-( )A - Anodize per MIL-A-8625, dye color black, and cetyl alcohol lube per Hi-Shear Spec. 305.
HSTMB2D( )A - Anodize per MIL-A-8625, dye color natural, and solid film lube per A55272, Type I.

Washer- HSTM82-( )W - Cadmium plate per AMS-QQ-P-4i6, Type II, Class 2.
HSTM82-( )WU - Passivate per Hi-Shear Spec. 258.

SPECIFICATION: Hl-LITETM Product Specification M38i.

CODE: Dash number indicates nominal thread size in i/32nds.
Code letter “A” following dash number indicates Hl-LITETM collar.
Code letters “W” or “WU” indicates swivel washer only.
See Finish note for explanation of code letters.

EXAMPLE: HSTM82-O8AW - Assembly of HSTM82-08A Hl-LITETM collar and HSTM82-08W washer with cadmium plate.
HSTM82008AWU - Assembly of HSTM82008A Hl-LITETM collar and HSTM82-O8WU washer with passivate.
HSTM82-08W - 8 mm swivel washer only with Type II, Class 2 cadmium plate.

“HI-LITE” and “HST” are international
registered trademarks of Hi-Shear Corporation
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