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FAATSO AUTHORZED PART 

B 	ECN # 6205 	1-05-99 

ISSUE 	DESCRIPTION 	 DATE 

	

REVISION 	9013-006 

'iI tom  II! 

160 MAX. AFTER 
INSTALLATION 

(.021) 

APPROX. FIRST 	T 	 EDGE 	INSTALLATION 	WEIGHT DASH THREAD 	DISTANCE 	HOLE DIA. 	LB/1 Do NUMBER 	-3B  	PIECES 

—04 .1120-40UNJC 	.375 	.190—.229 	.32 

—06 .1380-32UNJC 	.375 	.190—.229 	.32 

—08 .1640-32UNJC 	.375 	.190—.229 	.33 

—3 	.1900-32UNJF 	.375 	.218—.261 	.33 

130300—( )—() 

NUT 
SECOND 	PANEL 	 B 

DASH 	THICKNESS 
NUMBER 	RANGE 

—1 	.020—.125 	.125 

—2 	.090—.160 	.160 

—3 	.1 6O—.25O 	.250 

NOTES: (UNLESS OTHERWISE SPECIFIED) 

1. MATERIAL: 
1.1 	CLIP; 	CARBON STEEL, HEAT TREATED. 

7 	
1.2 NUT: 	CARBON STEEL HEAT TREATED. 

2. FINISH: 
2.1 	CLIP: 	CADMIUM PLATED PER QQ—P--41 6, TYPE II, CLASS 2. 
2.2 NUT: 	CADMIUM PLATED PER QQ—P-416, TYPE II, CLASS 2, 

AND DRY FILM LUBRICANT PER AS 5272, TYPE I. 
FULL COVERAGE ON THREADS OTHER SURFACES OPTIONAL 

3. SELF—LOCKING FEATURE PER MIL—DTL--25027 

4. TOLERANCE: 	.XX 	=+ .03 
.XXX 	=+.010 
ANGLES =±7 

5. PART NUMBER EXAMPLE: 
1 30300—( )—() 

PANEL THICKNESS 
THREAD SIZE 
BASIC PART NUMBER 

UNLESS OThERWISE SPECIFIED 	DRAWN WY, 	 DATE 
NEXT ASSEMBLY 	DIMESSIONS ARE IN INCHES. TOLERANCES 	 j,,J THE MONADNOCK COMPANY 

	

DECIMALS 	FRACTION 	ANGLES 	R.A.D. 5-18-90 
NOTED 	 cm' OF INDUSTRY, CALIFORNIA 

CRACKED RD 	 DAlI 
MATERIAL' C.K.T. 5-18-90 TITLE-* 

NOTED 	 CLIP NUT ASSEMBLY AJ'PRDAED RD 	 DAlE 

HEAT TREAT: 	 C.TANAKA 5-18-90 	#4,  #6, #8 & #10 SI2ES 

NOTED 	 M'PRRAD)RD 	 DATE 

J.ADAMS 5-24-90 
CODE INDSEr. NO. I SIZE I DRAWING NUMBER: 

FINAL PROTECTIVE FINISH: 	 60119 	B 	130300-( )O NRA. ACCAPI., 	 DATE 

NOTED 	 R.PAUL 5-29-90 	NONE 	SALES 	ISHEET 1 OF 1 

LISI AEROSPACE – Please refer to Central Documentation Website to check validity
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