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FIRST 	T 	EDGE 	 APPROX. 
INSTALLATION 	WEIGHT DASH 	 DISTANCE 	HOLE DIA. 	Kg(LBS.)/100 NUMBER 	THREAD 	MAX. 	 PIECES 

6,35 	4,83 - 5,82 	.127 M3 	M3 X 0,5 	(.250) 	(.190 - .229) 	(.280) 
635 	4,83 - 582 	.132 M4 	M4 X 0,7 	(.50) 	(.190 - .229) 	(.291) 
635 	554 - 663 	.132 MS 	MS X 0,8 	(.SD) 	(.18 	.261) 	(.291) 
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NOTES: (UNLESS OTHERWISE SPECIFIED) 

1. 	MATERIAL: 
1. 1. CLIP: 	CARBON STEEL, HEAT TREATED. 

1.2. 	NUT: 	CARBON STEEL, HEAT TREATED. 

2. FINISH: 
1. 2. 	CLIP: 	CADM

I
UM PLATED PER QQ-P-416, TYPE II, CLASS 2. 

2.2. 	NUT: 	CADMUM PLATED PER QQ-P-416, TYPE II, CLASS 2. 

3. 	DIMENSIONS ARE IN MILLIMETERS (INCHES): 
TOLERANCE: 	.XX 	= ±0,25 (.010) 

ANGLES = ±2 

4. 	PART NUMBER EXAMPLE: 

PANEL THICKNESS. 

THREAD SIZE. 

BASIC PART NUMBER. 

LISI AEROSPACE – Please refer to Central Documentation Website to check validity
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