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DASH 	AB 	NOMINAL 	MOUNTING 	RECOMMENDED 
EDGE 	SHEET 	INSTALLATION NUMBER ±.D1D 	±.D1D 	DISTANCE 	THICKNESS 	HOLE DIA. 

—1 	.265 	.180 	.250 	.020—.120 	.192-202 
—2 	.300 	.130 	.281 	.020—.120 	.192—.202 
—3 	.395 	.163 	.375 	.020—.120 	.192-202 
—4 	.520 	.190 	.500 	.020—.120 	.192—.202 
—5 	.665 	.190 	.625 	.020 .120 	.192-202 

NOTES: (UNLESS OTHERWISE SPECIFIED) 

1. MATERIAL: 
1.1. 	NUT: 	 4037 ALLOY STEEL RE: 35 MINIMUM. 
1.2. 	CLIP: 	 C1050 STEEL, AUSTEMPERED TO Rc 48-52. 

2. FINISH: 
2.1. 	NUT: 	 CADMIUM PLATE PER QQ—P-416 TYPE II, CLASS 2. 

MOLYBDENUM DISULPHIDE DRY FILM LUBRICANT 

2.2. CLIP: 	 CADMIUM PLATE PER QQ—P-416 TYPE II, CLASS 2. 

3. NUTS MEET MIL—N-25027, 125,000 PSI CLASS. 

4. FLOAT: APPROX .011 RADIAL WHEN USED WITH RECOMMENDED 
INSTALLATION HOLE. 
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