
.198 ft.. 
MINIMUM 

.218 DIA. 
MAXIMUM 

.080-.065 

.202 REF. 	6 

.447 
MAXIMUM 

CLIP 
.021 THICK REF. 

145-115 

13080029 

NUT, NON-LOCKING 
8-32 UNJC-3B 

NOTES: (UNLESS OTHERWISE SPECFIED) 

1. MATERIAL: 
1.1 	CLIP: 	 1050 CARBON STEEL 
1.2 	NUT: 	 4037 ALLOY STEEL 

2. HEAT TREAT: 
2.1 	CLIP: 	RC 42 MINIMUM 
2.2 	NUT: 	 RC 35 MINIMUM 

3. FINISH: 
3.1 	CLIP & NUT: CADMIUM PLATE PER QQ-P--416, TYPE II, CL2. 

IMMEDIATELY AFTER PLATING BAKE AT 375F 
+25'F FOR 23 HOURS. 

4. APPLICATION DATA: 
4.1 	RECOMMENDED INSTALLATION HOLE: .220-.230 DIA. 
4.2 	EDGE DISTANCE: .281 MAX. 
4.3 	MOUNTING SHEET THICKNESS: .090-.125 
4.4 	FLOAT: APPROX. .011 RADIAL 
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