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LOCKING t\ 
1 900-32UNJ 
PER MIL—S-- 

REF. 

IN. 

NOTES: (UNLESS OTHERWISE SPECIFIED) 

1. MATERIAL: 
1.1. 	CLIP: 	 CARBON STEEL 
1.2. 	NUT: 	 ALLOY STEEL 

2. HEAT TREAT: 
2.1. 	CLIP: 	 Rc 48 MINIMUM. 
2.2. 	NUT: 	 Rc 35 MINIMUM. 

3. FINISH: 
3.1. 	CLIP: 	 CADMIUM PLATED PER QQ—P--416 TYPE II, CLASS 2. 
3.2. 	NUT: 	 CADMIUM PLATED PER QQ—P--416 TYPE II, CLASS 2 

AND MOLYBDENUM DISULFIDE DRY FILM LUBRICANT. 

4. LOCKING TORQUE PER MIL—N-25027. 

5. INSTALLATION HOLE SIZE = .270 DIA. MIN. 

6. PANEL THICKNESS RANGE = .050-130. 

UEI 	DESCRIPTION 	 DATE 

9113-022 	REVISION 

UNLESS  OTHERWISE SPECIALS 
	 DRAWN DO 	 SAW 

NEXT ASSEMBLY 	DIMENSIONS OE IN INCHES. TOLERANCER 
DECIMALS 	FRAC110N 	ANGLER 	F.D. 11-20-91 	 THE MONADNOCK COMPANY 

±.o10 	 _______________ 	 cm' OF INDUSTRY, CALIFORNIA 
CFECRW DO 	 SAW 

MATERIAL 	 RAD 11-22-91 	TITLE: 
NOTED 	

M'PROVRA DO 	 SAW 	 CLIP NUT ASSEMBLY 

HEAT TREAT: 	 RON OUENAS 1-22-01 	 1 032 SIZE 

NOTED 	 APPROVED DO 	
SAW CODE INDENT. NO. I SIZE  I  DRAWING NUMBER: 

FINAL PROTECTIVE FINISH: 	 60119 	B 	13100040 
MFG. AM-- 	 SATE 	 I 	I 
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