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NOTES: (UNLESS OTHERWISE SPECFIED) 

1. MATERIAL: 
1 1 	CLIP 	 1050 CARBON STEEL PER ASTM-A--682/--682M 

OR ASTM-A-684/-684M. 
1.2. 	NUT: 	 4037 ALLOY STEEL PER AM56300. 

2. HEAT TREAT: 
2.1. 	CLIP: 	HRC 42 MINIMUM PER ASM2759/1 (MPS0009 
2.2. 	NUT: 	 HRC 35 MINIMUM PER AMS2759/1 (MPS0009 

3, 	FINISH: 
BLACK ZINC COATING PER ASTM-B-633, TYPE II, 
CLASS SC2. 

4. APPLICATION DATA: 
4.1. 	EDGE DISTANCE: .250 MAX. 
4.2. 	MOUNTING SHEET THICKNESS: .078-.109. 
4.3. 	RECOMMENDED INSTALLATION HOLE DIAMETER: .220-.230. 

5. FLOAT: 	APPROX. .011 RADIAL WHEN USED WITH RECOMMENDED 
INSTALLATION HOLE. 
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MATERIAL' 	

NOTED 	
C.K.T. 2.18.98 	TITLE: 	 NUT ASSEMBLY, 

SPRIG 	 GEE 	 CLIP-ON, 1032 SIZE 
HEAT TREAT: R.A.D. 218.98 	 NON-LOCKING 
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