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NOTES (UNLESS OTHERWISE SPECIFIED) 

1. MATERIAL: 
CLIP: IO5D CARBON STEEL .020 THICK, HEAT TREATED. 
NUT: A286 CRES PER AMS 5731 DR AMS 5734, HEAT TREATED. 

2. FINISH: 
CLIP: NO SUFFIX INDICATES CADMIUM PLATE PER AMS—QQ--P--416 TYPE II, CLASS 1. 

SUFFIX CADMIUM PLATE PER AMS—QQ--P-416, TYPE I, CLASS 1, AND COAT 
WITH BMS10-11 PRIMER PER EMPS073. 

NUT: PASSIVATE PER AMS2700, TYPE8, TYPE 8. CADMIUM PLATE PER AMS—QQ—P-416 
TYPE II, CLASS 2, .0003—.0004 THICK. NO EMBRIULEMENT RELIEF 
REQUIRED. DRY FILM TUBE PER AS 5272, TYPE I. 

3. LOCKING TORQUE PER NASM25027. 

4. RECOMMENDED INSTALLATION HOLE DIA: .386±.020 

5. DIMENSIONS APPLY PRIOR TO APPLICATION OF BMS10-11 COATING. 

6. PART NUMBER EXAMPLE: 

_r 
.640 
MAX 

.010—.090 'C' SUFIX 
.000—.090 NO SUFIX 

13100088 
NUT, SELF—LOCKING 

.190-32UNJF-3B THD 	 NO SUFFIX INDICATES CADMIUM PLATED CLIP 
PER AS8879 	

"G" SUFFIX CAD PLATE AND BMS10-11 
COAT PER EMPS073 
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