
CLIP 
.021 THICK (REF.) 

THREAD RELIEF 	 NON—LOCKING NUT 

OPTIONAL 

193 D,-. 
MINIMUM 

.447 
MAXIMUM 

13100092 

NOTES: (UNLESS OTHERWISE SPECFIED) 

I. 	MATERIAL: 
1.1. 	CLIP: 	 1050 CARBON STEEL. 
1.2. 	NUT: 	 4037 ALLOY STEEL 

2. HEAT TREAT: 
2.1. 	CLIP: 	RC 46 MINIMUM. 
2.2. 	NUT: 	 RC 35 MINIMUM. 

3. FINISH: 
3.1. 	CLIP: 	CADMIUM PLATED PER QQ—P--416 TYPE II, CLASS 2. 
3.2. 	NUT: 	 CADMIUM PLATED PER QQ—P--416 TYPE II, CLASS 2. 

4. APPLICATION DATA: 
4.1. 	NOMINAL EDGE DISTANCE: .240. 
4.2. 	MOUNTING SHEET THICKNESS: .020—.120. 
4.3. 	RECOMMENDED INSTALLATION HOLE DIAMETER: .220-230. 

5. FLOAT: 	APPROX. .011 RADIAL WHEN USED WITH RECOMMENDED 
INSTALLATION HOLE. 
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