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SLOT OPTIONAL 

.370 	 .255 DIA. 
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.500 

C 	

/ 	
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a-  .306 MIN. 

.305 DIA. 
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.180 

L .025 STOCK 
THICKNESS 

.325 
MAX 

250-28 UNJF-3B THREAD 
NON-LOCKING NUT 

NOTES: (UNLESS OTHERWISE SPECFIED) 

1, 	MATERIAL: 
1.1 	CLIP: 	CARBON STEEL 
1.2 	NUT: 	 ALLOY STEEL 

2. HEAT TREAT: 
2.1 	CLIP: 	RC 46 MINIMUM 
2.2 	NUT: 	 RC 35 MINIMUM 

3. FINISH: 
3.1. 	CLIP: 	CADMIUM PLATED PER QQ-P-416, TYPE II, CLASS 
3.2, NUT: 	 CADMIUM PLATED PER QQ-P--46, TYPE II, CLASS 2 

4. MOUNTING SHEET THICKNESS: .050-.125 

5. NOMINAL EDGE DISTANCE: .500. 

6. RECOMMENDED INSTALLATION HOLE DIAMETER: .305-.312. 
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NOTED 	
APPROVED 	 LIP-ON TYPE, E 	 DATE  

HEAT TREAT 	
RON DUENAS 7/23/98 	1/4-28 SIZE, NON- LOCKING 
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