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NOTES: (UNLESS OTHERWISE SPECFIED) 

1. MATERIAL: 
1.1 	CLIP: 	A286 STAINLESS STEEL PER AMS 5525 
1,2 	NUT: 	 A286 STAINLESS STEEL PER AMS 5731 

2. HEAT TREAT: 
2.1 	NUT: 	 BC 32-48 

3. FINISH: 
3.1. 	NUT: 	 SILVER PLATED PER AMS 2411 

.0002—.0006 THICK 
3.2. CLIP: 	CLEAN: 	FINISHED CLIP SHALL BE DECREASED AND 

IMMERSED FOR NOT LESS THAN 20 MINUTES IN A 
SOLUTION OF 1 VOLUME OF NITRIC ACID 
(SR OR 1.42) AND 9 VOLUMES OF WATER 
AT ROOM TEMPERATURE. 

4. PROCUREMENT SPECIFICATION: AS7251 EXCEPT 900' F BAKE, 
NO PUSH OUT TEST, AND MIN TENSILE 4580 LBS MIN. 

5. MIN RADIAL FLOAT .020 WHEN INSTALLED IN .345 MAX DIA 
INSTALLATION HOLE. 

6. BREAK EDGES .003—.015 

7. SURFACE TEXTURE: 125 Ru MAX 
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